Tools Required

- 5/16 Hex Bit
- 5/16 & 1/2" Drill Bit
- 1/4 & 3/16" Allen Wrenchs
- Angle Drill Attachment

**PARTS**

**WITHOUT USB**

- A
- B
- A2
- A3

**WITH USB**

- A
- A1
- A3
- A4
- A5

**TOOLS**

- #8 x 5/8" Flat Head Thread Forming Screw
- #10-12 x 7/16" Pan Head

**STANCHION/SUPPORT LOCATION FOR NOOK**

**WITHOUT USB**

- 36" 
- 8" 
- 8" 
- E

**WITH USB**

- 42" 
- 9" 
- 8" 
- E

**NOTE:** Stabilizer is not required for 8" high units.

CUSTOMER SERVICE PHONE: 1-800-426-8562

**IMPORTANT**

ALL SCREWS (F) MUST BE INSTALLED BY HAND! (VERY LOW TORQUE)
WORKSURFACE MOUNTING

2a

5/16 x 2" Button Head Screw

5/16" Drill Bit

INTUITY RAIL MOUNTING

OR

2b

5/16-18 x 1-1/2" Socket Head Cap Screw

5/16" Drill Bit

1/2" Drill Bit
RESIDE MOUNTING

2c

IMPORTANT

ALL SCREWS (F) MUST BE INSTALLED BY HAND! (VERY LOW TORQUE)

5/16 x 2" Button Head Screw

#10-12 x 1" Pan Head Screw

INTUITY - STABILIZER BRACKET (OPTIONS) AND ASSEMBLY ORDER

1. Attach stanchion’s and stabilizer brackets

2. Remove worksurfaces

3. Install overhead

4. Reinstall worksurfaces

CUSTOMER SERVICE PHONE: 1-800-426-8562

**STABILIZER BRACKET (OPTIONS)**

- **NOTE:** Stabilizer is not required for 8" high units.

---

**IMPORTANT**

All screws (F) must be installed by hand! (very low torque)

---

**#10-16 x 3/4" Self Drilling Hex Head Screw**

---

**#10-12 x 7/16" Pan Head**

---

**#10-16 x 3/4" Self Drilling Hex Head Screw**
STABILIZER BRACKET (OPTIONS)

NOTICE: Stabilizer is not required for 8” high units.

NOTICE: Any screw added must have a clearance/pilot hole where applicable.

CUSTOMER SERVICE PHONE: 1-800-426-8562
Tools Required

- #10 x 3/4" Pan Head Screw
- 1/8" Drill
- Electrical Tape
- #2 Screwdriver

OVERHEAD STORAGE - SWING DOOR

- A
- B
- C
- D

OVERHEAD STORAGE - SLIDING DOOR

- A
- B
- C
- D

#10 x 3/4" Pan Head Screw
1. Use a 1/8" drill to make a 1/4" hole.

2. Insert the #10 x 3/4" Pan Head Screw (S-2).

3. Assemble the cabinet with the attached parts (B).
OPTIONAL: LOCK PLUG INSTALLATION

1. Replace square key (R1) with round key (R2)

2. Install lock plug (A1)
   - NOTE: Position cam to unlocked (9:00 o'clock) position.
   - NOTE: It may be necessary to rotate cam until lock plug engages.

3. Remove round key (R2) and insert square key (R1)
   - NOTE: Hold the lock plug (A1) in place with thumb while removing the control key (R2).
Tools Required:
- #2 Screwdriver
- #10 x 3/4" Pan Head Screw
- ISOPROPYL ALCOHOL

OSU

REFERENCE LEDGE

SLAT RAIL

SHELF

SHELF PIN

CUSTOMER SERVICE PHONE: 1-800-426-8562
1

A

1

B

2

A

#10 x 3/4" Pan Head Screw

S-2

C

CUSTOMER SERVICE PHONE: 1-800-426-8562